VERTICAL BLOCKING
FOR 11 1/4=22 1/2—=30" BENDS
PIPE
SIZE V B |CUFT A D L
47 11 1/4| 8 |20]3/47 1.5
22 1/21 11 | 2.2 2.0’
30° 17 12.6°
67 |11 1/4 11 | 2.23/47| 2.0
22 1/27 25 | 2.9
30° 41 3.5
8”7 |11 1/4°] 16 |2.53/47] 2.0
22 1/271 47 | 3.6
30° 70 | 4.1 3/47| 2.5
127 |11 /47| 32 |3.2713/47] 2.0
22 1/27] 88 | 4.5 |7/8"]3.0
30° 132 | 5.1
187 |11 1/4°| 70 | 4.1 |7/87 3.0
22 1/2°1184 |5.7°1 1/874.0°
30° 27516.5° 1 1/4
207 |11 1/47) 91 |45 |7/87]3.0
22 1/271225 6111 1/414.0
30° 33016.9'1 3/8" 4.5
24”7 |11 1/4°1128 |5.0°| 17 |35
22 1/27320(6.8 1 3/874.5
30° 480|7.9°1 5/8" 5.5
VERTICAL BLOCKING FOR 45" BENDS
4" 45 30 |31 |3/47 2.0
6” 68 | 4.1
8" 123 | 5.0
127 232 (6.1 3/47]2.5
167 478 7.8 11 1/8"4.0°
20" 560 | 8.2 |1 1/4”
24" 820 |9.4' |1 3/8" 4.5
NOTES:

1. CONCRETE BLOCKING BASED ON 200

PSI PRESSURE AND 2500 PSI

CONCRETE.

2. LEAVE BLOCK OPEN OR SHEETED 24

HOURS MINIMUM.

5. MEGA—-LUG FITTINGS.
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